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All dimensions should be checked on site. No dimensions are to be scaled from this drawing.

Please notify us of any discrepancies found. Arbtech Consulting Ltd. cannot be held responsible for inaccuracies in

the base drawing in which this plan is based.

This drawing is designed to reflect the principles of the layout or design only, and relates only to the protection of

retained trees.

This drawing is not to be read as a definitive part of the  engineering or construction designs or method statement.

An architect or structural engineer should be contacted over any matters of construction, detailing or specification

and for any standards or regulatory requirements relating to proposed structures, hard surfacing or underground

services.

This drawing was produced in colour - a monochrome copy should not be relied upon.

© Arbtech Consulting Ltd, 2018
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Trees are categorised in accordance with the cascade chart in Table 1

of the British Standard BS 5837:2012 'Trees in relation to design,

demolition and construction - Recommendations'

Category 'U' - Trees in such condition that they cannot realistically be

retained as living trees in context of the current land use

for longer than 10 years.

Category 'A' - Trees of high quality with an estimated remaining life

expectancy of at least 40 years.

Category 'B' - Trees of moderate quality with an estimated remaining

life expectancy of at least 20 years.

Category 'C' - Trees of low quality with an estimated remaining life

expectancy of at least 10 years, or young trees with a

stem diameter below 150mm.

Tree Categories

The arboricultural consultant will be required to attend site to directly

supervise all demolition and construction works that have to be

undertaken within the root protection areas. This will include:

1. Pre-commencement site meeting.

2. Location of protective measures.

3. Supervised excavations for dwelling foundations within RPA of

tree no. T2.

4. Installation of 'No Dig' hard surfacing within the RPAs of tree no.

T2.

5. Any demolition and or excavations within or adjacent to RPAs,

including foundations, hard surfacing or underground services.

6. Arboricultural sign off and removal of protective measures.

Arboricultural Supervision

Arboricultural Method Statement

Please refer to Arbtech Consulting Ltd. Tree Schedule and

Arboricultural Method Statement, for full details on all surveyed trees

and how all aspects of the the development maybe implemented

without determent to retained trees.

Arboricultural Impacts Addressed

T2 Common lime Dwelling & hard surfacing RPA / Canopy

T1 Sycamore Fell to ground level; remove stump U

All tree work is to be undertaken in accordance with British Standard

BS 3998:2010 Tree work - Recommendations.

All arising's are to be removed and the site is to be left as found.

Care is to be taken of the ground around retained trees to make sure

that it does not become compacted as a result of tree surgery

operations. No equipment or vehicles such as timber lorries, tractors,

excavators or cranes shall be parked or driven beneath the crowns of

any retained trees, to prevent subsequent compaction and root death.

No. Species Proposed structure Incursion

Tree Work Schedule

No. Species Works Category

T2 Common lime Prune back to boundary C1

New hard surfacing to be situated within the RPAs of tree nos. 9, 10,

11, 12 & group G1 is to be designed in conjunction with arboricultural

advice to ensure that the construction will be situated entirely above the

existing hard surfacing sub-base and will not require excavation into

the RPAs of the trees. The wearing course should be permeable to

both water and air to comply with 'SUDS' regulations.

The kerb stones will be set above ground level and should be secured

with either haunching or steel pins driven into the ground. The outer

edge of the supports may be banked up with clean topsoil.

'No Dig' Surfacing

Supervised Excavation

All excavations within and immediately adjacent to RPAs are to be

undertaken under direct on-site arboricultural supervision.

Any roots that are to be cut will be cleanly severed by the project

arboriculturist using a suitable hand saw or secateurs. The edge of all

excavation closest to the retained trees will be covered over with damp

hessian to prevent drying out, and where necessary be shuttered to

prevent soil collapse or contamination by concrete.

If appropriate soil beneath the depth of the excavation may be sheet

piled, regular piled or have individual piles installed.
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